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Specifications of Equipment for Tender Bid cum Quotation  
 

Name of Equipment/ 

Assembly 

Pull out Test Apparatus for Geosynthetics at variable angles and speeds 

(Capacity 50 kN) 

Related Standards to 

be accorded 

ASTM D 6706, IS 16380 

Features/capabilities 

/Specifications 

• Test Box (61 cm × 46 cm × 50 cm high) comprising detachable 

Perspex sheets on all sides.  

• Guide assembly for horizontal and inclined pull-out of geo-synthetics 

Comprising Mounting facility for Load Cell and LVDT. 

• Vertical Stress Application Unit Comprising Air Bag for vertical load 

up to 100 kPa 

• Load Frame for vertical loading, along with facility for inclined 

loading at an angles varying from 0 to 30º 

• Pull-out load application unit with Variable speed motorized Gearbox 

to enable displacement rate ranging from 0 to 10 mm/min.  

• Pull capacity 50kN in Horizontal & inclined direction and Travel up 

to 100 mm. Provision for adjustment of the level of the platform 

• Displacement Measurement Devices Comprising – 04 LVDTs (100 

mm stroke) 

• 02 Load Cell (i) capacity of 100 kN (ii) capacity of 50 kN with least 

count of 1 N. 

• Digital display for all parameters 

• 16 channel Data Acquisition System with data logging for at least 10 

set of tests 

• Chain-pulley-crane arrangement for sample transfer. 

• Digital display for viewing real time data. 

• System password to be provided for calibration. 

• Air Compressor having capacity of 10 kg/cm2. 

• Computer system along with the following 

o Desktop/laptop computer. 

o Compatible software for analysis  

o Configurable controlling unit system for DAQ 

o Printing kiosk 

Make • Clear mention Make in the bid 

Electrical Supply 

Requirement 

• Electricity supply requirements (voltage and phase) shall be clearly 

mentioned  

• Mention in case of Requirement of UPS (Uninterrupted Power 

Supply) with capacity 

Size and weight • Mention area required for positioning of equipment. 

• Mention total weight of the equipment. 

• Mention specific requirement of foundation/pedestal for resting the 

equipment, if any. 

• Mentioned need of vibration isolated, if needed 

Water and air supply 

requirements 

• Mention the requirement to supply of compressed air, if any. 

• Mention the requirement and arrangement of water supply, if any. 

Compatibility of 

parts 

• In case of accessories from make differing to the make of equipment, 

compatibility shall be checked and certified by the bidder. 

Calibration 

Certificates, 

• The calibration certificates shall be provided with equipment and 

accessories. 
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technical manual and 

SOP 

• Validity of calibration certificate for all devises shall not be less than 

one year. 

• Technical manual and Standard Operating Procedure document shall 

be provided. 

 


